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Rodless magnetic cylinder——RMS Series
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O Installation and applicationA
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2. Horizontal mounting, the permissible radial load must be lower than the figures in the chart below. 18
40
W Bore size Max.load W 12
P e 10 1.1k e
g 212 3
— — — — 16 2.8kg 102 ~_
= — 2 4.7kg 8 o2
Rodless magnetic ; " 6.8k = 6 Fo2g
cylinder tw .8kg - 4 o6
. . . 32 9.7kg S 2 o1~
Horizontal mounting(radial load ) 40 15.8kg 20 0 7000 2000 3000
3. Vertical mounting, the allowable direction moment must be lower than the figures in the chart below, Stroke  (mm)
the dimensions of geometrical can be determined by the relation graph between loading and stroke.
o Bore size Allowable direction moment Mp
3 10 0.50kgf - m
S 16 1.20kgf - m
; o 20 2.45kgf - m
o8 25 3.92kgf - m
O|.=
2E 32 8.83kgf - m
40 13.7kgf - m
Note) Loading should be used with oriented device, example : f‘\,'\ll°wf’r‘1tt’|ef|°?d (tV\Q dovice tLoadi
. i i i eight of oriented device+Loading
Horizontal oriented device Loading table Vertical oriented device =Allowable load)
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e ¢ (safety value)
Clearance . I
(0.1~0.2mm)
4. Dirty substances in the pipe must be eliminated before cylinder is connected with pipeline to prevent the entrance of impurities into the cylinder.
5. The medium used by cylinder shall be filtered to 40 p m or below.
6. If the cylinder is dismantled and stored for a long time, pay attention to conduct anti—rust treatment to the surface. Anti—dust jam cap shall be
added in air inlet and outlet ports.
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Rodless magnetic cylinder
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O Product feature

1. This magnetic cylinder is basically a pneumatic rodless cylinder featuring
a mobile piston fitted with annular magnets. The mobile carriage is also
equipped with magnets to provide magnetic coupling (carriage/piston).
The carriage slide freely along the main tube.

2. Itis dust-proof as the isolation between the carriage and piston.

K 3. Itis compactin space.
‘, 4.The non adjustable rubber bumpers and the adjustable pneumatic
- cushioning on both ends of the cylinder ensure the smooth action.
\
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O Specification

Series name RMS RMS, RMSF Series RMSP Series
Bore size  (mm) 10 16 20 25 32 40 16 20 32
Acting type Double acting

Fluid Air(to be filtered by 40 y m filter element)

Operating pressure 0.15~0.7MPa(23~100psi)(1.5~7bar)

Proof pressure 1.0MPa(145psi)(10.0bar)

Temperature  °C -10~60

Speed range  mm/s 50~400

Stroke tolerance mm 0~250 “3° 251~1000 *§° 1001~ *3°

Cushion type Variable cushion+Fixed cushion

Portsize @ M5 x 0.8 1/8" 1/4" |M5x0.8 1/8"
Safe holding force N| 60 140 | 200 | 360 | 550 | 850 | 140 | 200 | 550

(1) PT thread, G thread and NPT thread are available.

O Stroke

Bore size (mm) Standard stroke (mm) Max. stroke(mm)
10 50 100 150 200 250 300 1000

16 50 100 150 200 250 300 350 400 450 500 1500

20 50 100 150 200 250 300 350 400 450 500 600 700 750 800 900 1000 2000

25 50 100 150 200 250 300 350 400 450 500 600 700 750 800 900 1000 2500

32 50 100 150 200 250 300 350 400 450 500 600 700 750 800 900 1000 3000

40 50 100 150 200 250 300 350 400 450 500 600 700 750 800 900 1000 3000

Note) Consult us for non—standard stroke.

O Ordering code

@

Model Thread type
[RMS: Rodless magnetic cylinder | Blank: PT
G:G
Version T NPT
Blank: basic version
P: P size version © Mounting type
F: F size version Blank: non bracket

LB: LBtype

Bore size ® FA: FAtype @)
Series name |Bore size
RMS 10 ® Stroke
RMS, RMSF |16, 20, 25, 32, 40 |Referto stroke table for details |
RMSP 16, 20, 32

Remark:

(1) RMSF40 series do not have FA mounting accessories.

(2 Blank on thread code means metric M thread. There is only metric thread for ®16. If G or NPT thread is needed,
please comment.







