o

Tri-rod cylinder——TCL, TCM Series

O Product series

Acting

Series name
type

Bore
size

Collocation of sensor switch

DS1-H DS1-HL

TCM6. TCM10

Double acting

TCM(TCL)12~TCM(TCL)63

Double acting

12
16
20
25
32
40
50
63

CS1-G  DS1-G

TCM(TCL)80. TCM(TCL)100

Double acting

80
100
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O Installation and applicationA

1. When load changes in the work, the cylinder with abundant output capacity shall be selected.

2. Relative cylinder with high temperature resistance or corrosion resistance shall be chosen under the condition of high temperature or corrosion.

3. Necessary protection measure shall be taken in the environment with higher humidity, much dust or water drops, oil dust and welding dregs.

4. Dirty substances in the pipe must be cleared away before cylinder is connected with pipeline to prevent the entrance of particles into the cylinder.

5. The medium used by cylinder shall be filtered to 40 u m or below.

6. The cylinder shall avoid the influence of side load in operation to maintain the normal work of cylinder and extend the service life.

7. Anti-freezing measure shall be adopted under low temperature environment to prevent moisture freezing.

8. If the cylinder is dismantled and stored for a long time, please conduct anti-rust treatment to the surface. Anti-dust cap shall be inserted into the
inlet and outlet ports. As the precision of the manufacture and guide is high, never dismantle the fixed block or cylinder cover without permission.
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